
.T18焊咀系列，适用于FX-8801 /FX-8802/FX-8803 单位 mm

。古@罕队r oE才=3 0 年E
T18-C08 T18-C1 • ~盟 **T18-CF15 T18-C2 • . 1836621 **T18-CSF25 • 

。3LE 吨p0哥哥 @苦 @§f 
T18-C3 ..医国 T1 8-C4 . T18-C5 T18-K . . 183665 T18-008 . 1836621 

@军官 。事枉 。由EF 俨EF 官?
T18-012 .雷雨 T18-016 ..医函 T18-024..~困 T18-032 . T18-DL 12 

偌~时~!;~!.~~~

管~牢牢句c:P 0

T18-S9 

宣斗cf3
.适月1子FX-8803

. 适用于阻-8802

T18-1 • 1836641 

@自

FX幽8802 N2 氯气僻铁必须配合排气俐仔细介使)11

I B3662 I 排气钢衍组合A I B3663 I }I~气峭组合B

· 以上全部缚姐均适用于FX幽8801

餐·焊咀只在创面部份镀锡

I ß3664 I flV'\钢管组合C I B366S I fI~~钢管组合D
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Soldering Iron

For SOP Component

Part No. Name Size of A Tip Shape

A1390 Tip/SOP 4L 4 mm

A

A1391 Tip/SOP 6L 6 mm

A1380 Tip/SOP 8L 8 mm

A1381 Tip/SOP 10L 10 mm

A1382 Tip/SOP 13L 13 mm

A1392 Tip/SOP 15L 15 mm

A1383 Tip/SOP 18L 18 mm

A1384 Tip/SOP 20L 20 mm

A1385 Tip/SOP 25L 25 mm

Replacement Tips for the FX-8801 and FX-8803 Unit: mm

Applicable for FX-8803 Applicable for FX-8803

T18-B Shape-B T18-SB Shape-SB T18-BR02 Shape-0.2BR T18-BL Shape-BL T18-C05 Shape-0.5C

14.5

R0.5

13.2

R0.2

10.5R
0.

2

4

30
°

R0.2

22.5 13.5

ø 0
.5

0.5
45°

Applicable for FX-8803 Applicable for FX-8803 Applicable for FX-8803

T18-C08 Shape-0.8C T18-C1 Shape-1C
T18-CF1*

T18-CF15* Shape-1.5C T18-C2 Shape-2C
T18-CF2*

T18-CSF25* Shape-2.5CS

0.7

15.5

ø 0
.8

45°

ø 1
1

13.5
60°

1.
6

13.5

ø 1
.5

60° 2.1
14.5

ø 2

45°
2.5

10

ø 2
.5

45°

Applicable for FX-8803 Applicable for FX-8803 Applicable for FX-8803

T18-C3 Shape-3C
T18-CF3*

T18-C4 Shape-4C
T18-CF4*

T18-C5 Shape-5C T18-K Shape-K T18-D08 Shape-0.8D

3.2

ø 3

45°

14.5 4.2

ø 4

45°

14.5

5

14.5

ø 5

45°

ø 5

14
45°45°

2 0.6

ø 0
.8

14.5

Applicable for FX-8803 Applicable for FX-8803 Applicable for FX-8803

T18-D12 Shape-1.2D T18-D16 Shape-1.6D T18-D24 Shape-2.4D T18-D32 Shape-3.2D T18-DL12 Shape-1.2DL

0.7

ø 1
.2

14.5 0.5

ø 1
.6

14.5 0.5

ø 2
.4

14.5 0.5

ø 3
.2

14.5

ø 1
.2

22.5
0.7

Applicable for FX-8803

T18-DL2 Shape-2DL T18-DL32 Shape-3.2DL T18-S3 Shape-S3 T18-S4 Shape-S4 T18-S6 Shape-S6

22.5

ø 2

1

ø 3
.2

22.5
1

ø 5
.2

181

R0.1
25

14.5
ø 1

.3
1.

3
16.5

60°

T18-S9 Shape-S9 T18-I Shape-I

ø 1
.2

0.4
15.5

R0.2

14.5
* These tips are tinned on the soldering surface only.

Replacement Tips for the FX-8804

For Chip Component

Part No. Name Size of A (B) Tip Shape

A1577 Tip/CHIP 0.5L 0.5 mm
AA1379 Tip/CHIP 1L 1 mm

A1378 Tip/CHIP 2L 2 mm

A1388 Tip/CHIP 0.5C 1.5 (0.5) mm
A B

45°

A1389 Tip/CHIP 0.5I R0.25 mm A

A1576 Tip/CHIP 2.6C 2.6 mm A
45°

Replacement Tips and Nozzles for the FX-8802

Please see the replacement tips on P.33
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